
SKIOLD TWIN SHAFT  PADDLE MIXER
TYPE PTS2000 AND PTS4000
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SKIOLD TWIN SHAFT PADDLE MIXER PTS2000 AND PTS4000

• For mixing of compound feed and feed ingredients

• Double gear box drive

• Heavy duty industrial execution

• Quick f illing and emptying

• Available with pre-bin and discharge bin

• Fully emptying through “bomb doors”

• Addition of up to 3 dif ferent liquids

• Mixing time and accuracy verif ied by MTSE, Germany
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SKIOLD Twin Shaft Paddle Mixer

 PTS2000 PTS4000

Mixing capacity 15 t/h 30 t/h

Batch size (litres) 2000 4000

Batch size (kg) 1000 2000

Batch time 3 minutes 3 minutes

Mixing time (dry ingredients) < 1 minutes < 1 minutes 

Mixing time (liquid ingredients < 3%) < 2 minutes < 2 minutes

Mixing accuracy 1:100,000 1:100,000

Motor size 22 kW 37 kW

Door operation Pneumatic Pneumatic

Empty weight mixer (kg) 4000 5400

Empty weight mixing tower (kg) 5300 7000

Dimensions in mm for 
PTS2000 / PTS4000

SKIOLD makes the difference 
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